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UNCONTROLLED DOCUMENT PART NUMBER LDD—-SMHTA304RISITR _ REV. | A
DATE E.C.N. NUMBER AND REVISION COMMENTS REV.
03/26/12 E.C.N. #11811 CHANGE PART DESCRIPTION. A

ELECTRO—QPTICAL CHARACTERISTICS Ta=25C

If=20mA

PARAMETER MIN
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UNTS  TEST COND

PEAK WAVELENGTH
FORWARD VOLTAGE

12.00 [0.472]
10.00 [0.394]

REVERSE VOLTAGE 5.0
AXIAL INTENSITY

EMITTED COLOR: RED

FACE COLOR: GRAY
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LIMITS OF SAFE OPERATION AT 25°C  PER DIE

PARAMETER
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UNITS

PEAK FORWARD CURRENT*
STEADY CURRENT
POWER DISSIPATION

DERATE FROM 25°C
OPERATING TEMP.

STORAGE TEMP.
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7.62 [0.300]

DIGIT 2

W 7.50 [0.295]

*UNLESS OTHERWISE SPECIFIED TOLERANCES PER DECIMAL PRECISION ARE: X=+1 (£0.039), X.X=10.5 (+0.020), X.XX=10.25 (+0.010), X.XXX=+0.127 (£0.005).
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—| =080 [0.031]

RECOMMENDED SOLDER PAD LAYOUT
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LEAD FREE REFLOW PROFILE

300°C
10 SEC. MAX

250CH
4'C/SEC. MAX

200C

TEMPERATURE (°C)

100°C

2C/SEC. MAX

T T T 1
0s 50s 100s 150s 200s 250s 300s
TIME (SEC.)

TOTAL TIME ABOVE 220°C IS 60 SECONDS MAX.
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. Y= - - — — — _ +DECIMAL PRECISION _ +0.00
*UNLESS OTHERWISE SPECIFIED TOLERANCES PER DECIMAL PRECISION ARE: X=11 (+0.033), XX=10.5 (+0.020), XXX=40.25 (£0.010), XXXX=40.127 (£0.005). LEAD SIZE=10.05 (£0.002), LEAD LENGTH=40.75 (£0.030). MIN= Tg'5 MAX.= TBECIMAL PRECISION NCONTROLLELD DOCUMENT
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