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ﾊﾟﾈﾙ間の中心位置のずれはX方向およびY方向に±2mmの範囲で許容する(注4)
IN ±2mm IN THE DIRECTION OF X AND Y.(NOTE 4)
GAP OF THE CENTER POSITION BETWEEN PANELS IS PERMITTED
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2 25/APR/2013 006084 CHANGE OF PARTS FINISH 部品仕上変更
CORRECTION OF ERRORS 誤記訂正  (改版ﾏｰｸ:3個)

― K.NAKAZAWA Y.ITOU T.KUDOU

3 31/OCT/2013 006471 DELETION OF RATED CURRENT/VOLTAGE MARKING
定格電流/電圧表示の削除(改版ﾏｰｸ：3個)

― K.NAKAZAWA Y.ITOU T.KUDOU
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DW3P002ZH1
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DIMENSION BETWEEN PANELS
(DIRECTION OF Z)

X

Z

DISTANCE BETWEEN PANELS IS PERMITTED IN ±1.5mm.(NOTE 4)
ﾊﾟﾈﾙ間距離は±1.5mmの範囲で許容する(注4)
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(DWG No.SJ112647)

Y

Z XFLOATING CONNECTOR SIDE PANEL

DW3R002ZH1

FIXED CONNECTOR SIDE PANEL

DIMENSION BETWEEN PANELS
(DIRECTION OF X AND Y)

ANGLE BETWEEN PANELS IS PERMITTED IN ±0.5°.(NOTE 4)
ﾊﾟﾈﾙ間の角度は±0.5°の範囲で許容する(注4)
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FEMALE SCREW(M6) FEMALE SCREW(M6)

PANEL DIMENSION(REF.)
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4-R2 max.

(PRODUCT NAME:DW3R012B, DWG No. SJ112649)
SPACE THAT INSERTS SIGNAL HOUSING B

信号ﾊｳｼﾞﾝｸB挿入部

SPACE THAT INSERTS SIGNAL HOUSING A
(PRODUCT NAME:DW3R012A, DWG No. SJ112648)
信号ﾊｳｼﾞﾝｸﾞA挿入部
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PERSPECTIVE VIEW

        ･TIGHTEN SHOULDER BOLT BY 5.2[N･m]±0.5[N･m].
        ･TIGHTEN M6 SCREW BY 2.6[N･m]±0.3[N･m].
NOTE 3. POWER SUPPLY TERMINAL CONNECTION POSITION.

        OF THE POSITION GAPS (X,Y:±2mm) AND THE DISTANCE (Z:±1.5mm).
NOTE 4. THE ANGLE BETWEEN PANELS IS NOT INCLINING MORE THAN THE TOLERANCE LEVEL 

        USE 'SHOULDER BOLT (DWG No.SJ112654)' OR 'M6 SCREW(WITH WASHER)' FOR ATTACHMENT SCREW.

        TIGHTEN M6 SCREW BY 5.2[N･m]±0.5[N･m].

NOTE 1. PRODUCTION LOT NUMBER IS SHOWN AT THIS LOCATION.
NOTE 2. THROUGH HOLE FOR ATTACHMENT SCREW.

注1.　図示の位置に製造ﾛｯﾄを表示する。
注2.　取り付けねじ用貫通穴
　　　取り付けねじには｢ｼｮﾙﾀﾞｰﾎﾞﾙﾄ(図番:SJ112654)｣または｢M6ねじ(ﾜｯｼｬｰ付)｣を使用のこと。 
　　　･ｼｮﾙﾀﾞｰﾎﾞﾙﾄ締め付けﾄﾙｸ : 5.2[N･m]±0.5[N･m].
　　　･M6ねじ締め付けﾄﾙｸ : 2.6[N･m]±0.3[N･m].
注3.　電源端子接続部･M6ねじ締め付けﾄﾙｸ : 5.2[N･m]±0.5[N･m].
注4.　ﾊﾟﾈﾙ間の角度は位置ずれ(X,Y:±2mm)および距離(Z:±1.5mm)の許容範囲を超えて傾かないこと。
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