REV ECO DATE

D 15246 | 5/22/1996

D1 [ADDTB| 7/7/2005

E 25327 5/6/2015

.85 MAX
EPOXY SEAL
r :ﬁ: ¥
SMA MALE ~|| 3 =
PER MIL-STD-348 3+ w W
FIG.310-1 | & B D 3 & 36
N _<: l NN =] MAX
é ©Z2Y
_ =)\
2.00+.25 BEAD CHAIN
(NOT TO SCALE)
M39030/3-04N SHOWN
(.13 THRU
HOLE
NOTES: UNLESS OTHERWISE SPECIFIED.
1. MATERIAL & FINISH:
1.1 BODY: PASSIVATED STAINLESS STEEL
1.2 DIELECTRIC: PTFE (TEFLON)
1.3 CENTER CONTACT: GOLD PLATED BERYLLIUM COPPER
1.4 GASKET: SILICONE RUBBER
15 BEAD CHAIN: STAINLESS STEEL
2. SPECIFICATIONS:
2.1 FREQUENCY RANGE: DC - 18 GHz
2.2 IMPEDANCE: 50 OHMS __
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2.4.1 AVERAGE: 0.5 WATTS MAX AT 25°C DERATED ROMSIT | 34078 QPL TERMINATION
LINEARLY TO 0.125 WATTS AT 125°C e I == SR o

2.4.2 PEAK: 50 WATTS WITH A 1% DUTY CYCLE XX .02 Dravg.b)\r}VALLACE M39030/3-04(N OR S)-01 E

2.5 OPERATING TEMPERATURE RANGE: -55°C TO 125°C | XXX 005 =
2.6 WEIGHT (MAX): .25 oz HEFEEEMIRN | ANGLES 2° 5172015 DO NOT SCALE
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