
Heat Treated,  
Fray-Resistant Fiberglass  
Sleeving
Techflex INSULTHERM TRU-FIT (FGL) is a braided fiberglass sleeving which has 
been heat treated and impregnated with an acrylic binder to reduce fraying and 
dusting, and improve usability and performance. FGL is engineered for applica-
tions where temperatures as high as 1,200ºF may occur.

FGL is used as primary insulation on low voltage applications such as leads in 
toasters, coffee makers, ranges, and other small appliances. FGL may also be used 
as insulation and protection for small heaters and resistors that operate at high 
temperatures, as well as to insulate over soldered connections when exposure to 
solder melt temperatures is possible.

Insultherm Tru-Fit provides a sturdy, long lasting, and inexpensive insulation solu-
tion. It is flexible and expandable, and can easily be installed over applications with 
irregular shapes and tight turns. Standard colors are Black and Natural, but other 
colors are available by special order. Contact your account representative for 
details.
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Protect component wiring leads from heat
and abrasion with Insultherm Tru-Fit for 

an attractive and permanent finish.

• Rated to 464°F      
• For High Temp - Low  
 Voltage Applications 
• Cut and Abrasion  
 Resistant
• UL Recognized: VW-1  
• Easy to Install - Cuts  
 with Scissors 
• Excellent Low Temp  
 Flexibility 
• Resists Most Organic  
 Solvents
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