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— |-—0.088 [2.2mm]TYP.
C/L C/L
—0.078 [2.0mm]
A 0.275 [7.0mm]
1 [ SL e _r0156 [40mm]
W - W -
B |
HCG-XX1-XXX HCG-XX2-XXX
0.500 [12.7mm]
— ‘—0-2121())_ C?C?lg PQS_T 1.032 (.8) i.Ollz (.4) i.OgéL(.l)
HCG-201-165 | HCG-202-165 | 2.0 (50.8) | 1.0 (25.4) | .165 (4.2)
7.172+:003 0.172+0-003 HCG-251-165 | HCG-252-165 | 2.5 (63.5) | 1.5(38.1) | .165 (4.2)
/ -.001 -0.001 HCG-301-165 | HCG-302-165 | 3.0 (76.2) | 2.0 (50.8) | .165 (4.2)
& B HCG-351-165 | HCG-352-165 | 3.5(88.9) | 2.5(635) | .165 (4.2)
_ f HCG-401-165 | HCG-402-165 | 4.0 (101.6) | 3.0 (76.2) | .165 (4.2)
B HCG-451-165 | HCG-452-165 | 4.5 (114.3) | 3.5(88.9) | .165 (4.2)
HCG-501-165 | HCG-502-165 | 5.0 (127.0) | 4.0 (101.6)| .165 (4.2)
Recommended Mounting Holes HCG-551-165 | HCG-552-165 5.5(139.7) | 4.5(114.3)| .165 (4.2)
HCG-601-165 | HCG-602-165 | 6.0 (152.4) | 5.0 (127.0)| .165 (4.2)

STANDARD TOLERANCE

(UNLESS OTHERWISE SPECIFIED )

2. MATERIAL: NYLON 66, 94V-0, BLACK.
1. GENERAL SPECIFICATIONS: BIVAR MOLDED COMPONENT SPECIFICATION BV00-E101.
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