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[5 > RECOMMENDED REFLOW TEMPERATURE PROFILE
8.75 £ 0.3 A-A B-B USING LEAD-FREE SOLDER PASTE.
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[2>> CONTACT PLATING SPECTFICATIONS
CONTACT AREA : GOLD 0.054m MIN
SMT LEAD : 6OLD 0. 054m MIN
UNDER PLATING : NICKEL Tam MIN
( SURFACE : SEALING )

[3> A PART OF THE WALL COULD BE NOTCHED.

ORECOMMENDED PCB LAYQUT
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NOTE 1 . ALL LEAD CO-PLANARITY SHALL BE 0.08mm MAX.
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[4>> HRS MARK AND CAV No. ARE INDICATED IN APPROX. POSITION SHOWN.
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BM24-3005/2-0. 35V

ORECOMMENDED METAL MASK DIMENSIONS
METAL MASK THICKNESS = 100 4m

BM24-300P/2-0. 35V

25

TIME (SECONDS)

(60 SECONDS) 80~120 SECONDS

MAX 60 SECONDS
SOLDERING TIME

PRE-HEATING TIME

BM24-3005/2-0. 35V

REFLOW METHOD:IR REFLOW
NUMBER OF REFLOW CYCLES:2 CYCLES MAX.
TOREFLOW TIME

DURATION ABOVE 220°C, 60 SEC MAX.

CPEAK TEMPERATURE:250°C MAXD
2)PRE-HEAT TIME

PRE-HEAT TEMPERATURECMIND:150TC

PRE-HEAT TEMPERATURECMAXD:180°C

PRE-HEAT TIME:90-120 SEC.

[5>> THIS TEMPERATURE PROFILE IS PER THE CONDITIONS SHOWN ABOVE.
ADDISIONAL FACTORS. SUCH AS SOLDER PASTE TYPE,PCB SIZE AND
OTHER MOUNTED COMPONENTS COULD AFFECT THE PROFILE, THEREFORE,
A THOROUGH EVALUATION OF MOUNTING COONDITION IS REQUIRED
PRIOR TO PRODUCTION. TEPERATURE IS MEASURED AT CONTACT LEAD.

9,05 £ 0.02 o~ 0,05+ 0.02 . 6. PLEASE CONTACT-US IN CASE YOU WILL MAKE DIFFERENT SETTINGS
= e S| S| 2 FROM OUR RECOMMENDATION.
4.9+ 0.0 = 3T $= 4.9 +0.02 ] | R
P=0.35 £ 0.02 L P N P=10.35 £ 0.01 L 2l 2| -
= = = = S| =] o
u Mﬁuuuuuﬂguuuuuﬂﬂm —
s H 1 | : H 4 |ps CLEARCEMBOSSED CARRIER TAPED
0. 49 + 0.02 T 0.39 + 0.01 Je ] Uﬂﬂﬂﬂﬁlﬂﬂﬂuﬂﬁm —4 3 | COPPER ALLOY (2> 7 |ps CLEAR CREINFORCEMENT COLLAR)
- = 2 | PHOSPHOR BRONZE |[2 > 6 |PS BLACK CPLASTIC REEL)
0.18 + 0.02 0.18 & 0.01 1 |LCcP UL94 V-0, BLACK 5 | POLYESTER CLEAR CCOVER TAPED
NO CONDUCTIVE TRACE NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
UNITS SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
mm @ 6 10 : 1 A
APPROVED :MO. ISHIDA 15.12. 14 DRQ‘(')“NG EDC-356936-53-01
HIROSE *  fouecen TS, MIYAZAKI 15.12.14 [53RT
ms EBEC[%C pEsIGNED +NY. YAMASHIRO 15, 12. 14 |_NO. BM24-300572-0. 35VC53)
oRWN KR, AJTTO 15 12,11 | Q0 CL677-2008-8-53 |A\|V5
FORM HCOO11-5-7_AN | 2 3 4 5 \ 6 \ 7 \ 8




May.1.2017 Copyright 2017 HIROSE ELECTRIC CO., LTD. All Rights Reserved.

1 | 2 | 3 4 5 | 6 | 7 8

EMBOSSED CARRIER TAPE PACKAGING CFREE) STYLE AND DINENTION OF REEL CFREE)
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-C G DIRECTION OF UNREELING AT e ot B (#) SUPPLIER
2.42)
400 nm MIN.
160 nm MIN. 100 nn MIN. ‘
7. PER REEL 1,000 CONNECTORS.
o [9>>. REFER 10 JIS ¢ 0806, IEC 60286-3CPACKAGING OF COMPONENTS FOR AUTOMATIC HANDLING)
m " m m [10>>. AFTER PACKAGING. ROLL 2 METERS OF THE REINFORCEMENT COLLAR TO OUTER
1 ma h m: CIRCUMFERENCE OF TAPE AND REEL POCKET. AND TAPE DOWN AT THE END THE COLLAR.
DRAWING EDC-356936-53-01
TRAILER LEADER H
[o> TAPINGCFREE) ]-RS PART BM24-30D5/2-0. 35VC53)
“No. CL677-2008-8-53 |A\[25
FORM HCOO11-5-8_AN ] 2 \ 3 7 5 6 \ 7 \ 8


http://www.tcpdf.org

