For more information, please visit the product page.
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SPECIFICATIONS: AN
$1.1[0.043] RATING: 20V DC@ 7.5A \"// CUI INC
CONTACT RESISTANCE: 30m OHMS MAX \/
2 1 INSULATION RESISTANCE: 50M OHMS MIN: 250V DC
__ ¥ VOLTAGE WITHSTAND: 250V AC R.M.S. FOR 1 MINUTE 20050 SW 112th Ave.
INSERTION FORCE: 6.0KG MAX Tualatin, OR 97062
6.0[0.236] |=— WITHDRAWAL FORCE: 0.5 - 6.0KG Phone: 503-612-2300
0.6X2.5 LIFE: 1,000 CYCLES 800-275-4899
15.6[0.614] (2PLCS) WF%x;t593-612-2383
(2 PLCS) MATERIAL PLATING cbsite. www.cur.com
TERMINAL 1 Phosphor Bronze Tin TTHE 3 PINPOWER DIN JACK, RIGHT ANGLE, | R& g
P_CI_I(B) #@TSVVT TERMINALS 2-3 Brass Tin PARTNO. UNITS:
EARTH TERMINAL Brass Tin PD-30S MM [INCHES]
PC FILE NAME: SHIELD Steel Tin DRAWN BY: APPROVED BY: SCALE:
PD-30S COPYRIGHT 2008 BY CUI INC. HOUSING PBT ZRJ 31



http://www.cui.com/track?actionLabel=Datasheet-ClickThrough-ProductPage&label=PD-30S.pdf&path=%2fproduct%2fcomponents%2fconnectors%2fdc-power%2fdin%2fpd-30s
http://www.cui.com/track?actionLabel=Datasheet-ClickThrough-HomePage&label=PD-30S.pdf&path=/
http://www.cui.com/track?actionLabel=Datasheet-ClickThrough-HomePage&label=PD-30S.pdf&path=/

