
PIC16C505
PIC16C505 Rev. A Silicon/Data Sheet Errata
The PIC16C505 parts you have received conform func-
tionally to the Device Data Sheet (DS40192C), except
for the anomalies described below.

All of the issues listed here will be addressed in future
revisions of the PIC16C505 silicon.

1. Module: Voltage Frequency Graphs

Use the following graphs for the respective graphs
in the Electrical Specification Section.

FIGURE 1: PIC16LC505 VOLTAGE-FREQUENCY GRAPH, -40°C ≤ TA ≤ 0°C
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Note 1: The shaded region indicates the permissible combinations of voltage and frequency.

2: The maximum rated speed of the part limits the permissible combinations of voltage and frequency.
Please reference the Product Identification System section for the maximum rated speed of the parts.

2.7
© 2007 Microchip Technology Inc.  DS80060D-page 1



PIC16C505

FIGURE 2: PIC16LC505 VOLTAGE-FREQUENCY GRAPH, 0°C ≤ TA ≤ +70°C
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Note 1: The shaded region indicates the permissible combinations of voltage and frequency.

2: The maximum rated speed of the part limits the permissible combinations of voltage and frequency.
Please reference the Product Identification System section for the maximum rated speed of the parts.
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FIGURE 3: PIC16LC505 VOLTAGE-FREQUENCY GRAPH, +70°C ≤ TA ≤ +125°C
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Note 1: The shaded region indicates the permissible combinations of voltage and frequency.

2: The maximum rated speed of the part limits the permissible combinations of voltage and frequency.
Please reference the Product Identification System section for the maximum rated speed of the parts.
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Clarifications/Corrections to the Data 
Sheet:
In the Device Data Sheet (DS40192C), the following
clarifications and corrections should be noted.

1. Module: Special Function Register

Corrections to the Special Function Register
(SFR) Summary are shown in Table 4-1.

TABLE 4-1: SPECIAL FUNCTION REGISTER (SFR) SUMMARY

Address Name Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0

Value on
Power-On

Reset

Value on
All Other  
Resets(2)

04h FSR Indirect Data Memory Address Pointer 100x xxxx 10uu uuuu

Legend: Shaded cells not used by PORT Registers, read as ‘0’, – = unimplemented, read as ‘0’, x = unknown, u = unchanged,
q = depends on condition.

Note 1: If Reset was due to wake-up on pin change, then bit 7 = 1. All other Resets will cause bit 7 = 0.
2: Other (non-power-up) Resets include external Reset through MCLR, Watchdog Timer and wake-up on pin change 

Reset.
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2. Module: DC Characteristics

Corrections for the DC Characteristics, Sections
10.1, 10.2 and 10.3 are shown.

10.1 DC CHARACTERISTICS: PIC16C505-04 (Commercial, Industrial, Extended)
PIC16C505-20(Commercial, Industrial, Extended) 

DC CHARACTERISTICS
POWER SUPPLY PINS

Standard Operating Conditions (unless otherwise specified)
Operating Temperature 0°C ≤ TA ≤ +70°C (commercial)

–40°C ≤ TA ≤ +85°C (industrial)
–40°C ≤ TA ≤ +125°C (extended)

Parm. 
No. Characteristic Sym Min Typ(1) Max Units Conditions

D010 Supply Current(3) IDD —

—

—

—

—

—

0.8

0.6

3

4

4.5

19

1.4

1.0

7

12

16

27

mA

mA

mA

mA

mA

μA

FOSC = 4MHz, VDD = 5.5V, WDT 
disabled, XT mode (Note 4)
FOSC = 4MHz, VDD = 3.0V, WDT 
disabled, XT mode (Note 4)
FOSC = 10MHz, VDD = 3.0V, WDT 
disabled,
HS mode (Note 6)
FOSC = 20MHz, VDD = 4.5V, WDT 
disabled,
HS mode
FOSC = 20MHz, VDD = 5.5V, WDT 
disabled,
HS mode
FOSC = 32kHz, VDD = 3.0V, WDT 
disabled,
LP mode (Note 6)

D020 Power-Down Current (5) IPD —
—
—
—

0.25
0.4
3
5

4
5.5
8

14

μA
μA
μA
μA

VDD = 3.0V (Note 6)
VDD = 4.5V (Note 6)
VDD = 5.5V, Industrial
VDD = 5.5V, Extended Temp.

Note 1: Data in the Typical (“Typ”) column is based on characterization results at 25°C. This data is for design 
guidance only and is not tested.

2: This is the limit to which VDD can be lowered in Sleep mode without losing RAM data.
3: The supply current is mainly a function of the operating voltage and frequency. Other factors such as bus 

loading, oscillator type, bus rate, internal code execution pattern and temperature also have an impact on 
the current consumption.
a) The test conditions for all IDD measurements in active operation mode are:

OSC1 = external square wave, from rail-to-rail; all I/O pins tri-stated, pulled to VSS, T0CKI = VDD,
MCLR = VDD; WDT enabled/disabled as specified.

b) For standby current measurements, the conditions are the same, except that the device is in Sleep
mode.

4: Does not include current through REXT. The current through the resistor can be estimated by the formula: 
IR = VDD/2REXT (mA) with REXT in kOhm.

5: The power-down current in Sleep mode does not depend on the oscillator type. Power-down current is 
measured with the part in Sleep mode, with all I/O pins in high-impedance state and tied to VDD or VSS.

6: Commercial temperature range only.
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10.2 DC CHARACTERISTICS: PIC16LC505-04 (Commercial, Industrial) 

DC CHARACTERISTICS
POWER SUPPLY PINS

Standard Operating Conditions (unless otherwise specified)
Operating Temperature 0°C ≤ TA ≤ +70°C (commercial)

–40°C ≤ TA ≤ +85°C (industrial)

Parm. 
No. Characteristic Sym Min Typ(1) Max Units Conditions

D010 Supply Current(3) IDD —

—

—

0.8

0.4

15

1.4

0.8

23

mA

mA

μA

FOSC = 4MHz, VDD = 5.5V, WDT 
disabled, XT mode (Note 4)
FOSC = 4MHz, VDD = 2.5V, WDT 
disabled, XT mode (Note 4)
FOSC = 32kHz, VDD = 2.5V, WDT 
disabled, LP mode (Note 6)

D020 Power-Down Current (5) IPD —
—
—

0.25
0.25

3

3
4
8

μA
μA
μA

VDD = 2.5V (Note 6)
VDD = 3.0V (Note 6)
VDD = 5.5V Industrial

Note 1: Data in the Typical (“Typ”) column is based on characterization results at 25°C. This data is for design 
guidance only and is not tested.

2: This is the limit to which VDD can be lowered in Sleep mode without losing RAM data.
3: The supply current is mainly a function of the operating voltage and frequency. Other factors such as bus 

loading, oscillator type, bus rate, internal code execution pattern and temperature also have an impact on 
the current consumption.
c) The test conditions for all IDD measurements in active operation mode are:

OSC1 = external square wave, from rail-to-rail; all I/O pins tri-stated, pulled to VSS, T0CKI = VDD,
MCLR = VDD; WDT enabled/disabled as specified. 

d) For standby current measurements, the conditions are the same, except that the device is in Sleep
mode.

4: Does not include current through REXT. The current through the resistor can be estimated by the formula:
 IR = VDD/2REXT (mA) with REXT in kOhm.

5: The power-down current in Sleep mode does not depend on the oscillator type. Power-down current is 
measured with the part in Sleep mode, with all I/O pins in high-impedance state and tied to VDD or VSS.

6: Commercial temperature range only.
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10.3 DC CHARACTERISTICS: PIC16C505-04 (Commercial, Industrial, Extended)

PIC16C505-20(Commercial, Industrial, Extended)
PIC16LC505-04 (Commercial, Industrial)) 

DC CHARACTERISTICS

Standard Operating Conditions (unless otherwise specified)
Operating temperature     0°C  ≤ TA ≤ +70°C (commercial)

–40°C ≤ TA ≤ +85°C (industrial)
–40°C ≤ TA ≤ +125°C (extended)

Param
No.

Characteristic Sym Min Typ† Max Units Conditions

Input High Voltage VIH

I/O ports —
D040 with TTL buffer 2.0 — VDD V 4.5 ≤ VDD ≤ 5.5V
D040A 0.25VDD+

0.8V
— VDD V Otherwise

Input Leakage Current (Notes 2, 3) IIL
D061 RB3/MCLR (Note 5) 8 130 250 μA Vss ≤ VPIN ≤ VDD

D061A RB3/MCLR (Note 6) — — +5 μA Vss ≤ VPIN ≤ VDD

D070 RB weak pull-up current (Note 4) IPUR 179 250 333 μA VDD = 5V, VPIN = VSS

† Data in “Typ” column is at 5V, 25°C unless otherwise stated. These parameters are for design guidance 
only and are not tested.

Note 1: In EXTRC oscillator configuration, the OSC1/CLKIN pin is a Schmitt Trigger input. It is not recommended 
that the PIC16C505 be driven with external clock in RC mode.

2: The leakage current on the MCLR pin is strongly dependent on the applied voltage level. The specified 
levels represent normal operating conditions. Higher leakage current may be measured at different input 
voltages.

3: Negative current is defined as coming out of the pin.
4: Does not include RB3. For RB3 see parameters D0061 and D0061A.
5: This specification applies to RB3/MCLR configured as external MCLR and RB3/MCLR configured as input 

with internal pull-up enabled.
6: This specification applies to RB3/MCLR configured as external MCLR and RB3/MCLR configured as input 

with pull-up disabled. The leakage current of the MCLR circuit is higher than the standard I/O logic.
© 2007 Microchip Technology Inc.  DS80060D-page 7
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3. Module: PORTB Pull-up Register Ranges

Corrections for the PORTB pull-up resistor ranges are
shown in Table 10-1.

TABLE 10-1: PULL-UP RESISTOR RANGES – PIC16C505

VDD (Volts) Temperature (°C) Min Typ Max Units
RB0/RB1/RB4

2.5 –40 38K 42K 63K Ω
25 42K 48K 63K Ω
85 42K 49K 63K Ω
125 50K 55K 63K Ω

5.5 –40 15K 17K 20K Ω
25 18K 20K 23K Ω
85 19K 22K 25K Ω
125 22K 24K 28K Ω

RB3(1)

2.5 –40 65K 80K 850K Ω
25 80K 100K 1150K Ω
85 85K 110K 1300K Ω
125 100K 120K 1500K Ω

5.5 –40 50K 60K 600K Ω
25 60K 65K 750K Ω
85 65K 80K 900K Ω
125 75K 90K 990K Ω

* These parameters are characterized but not tested.

Note 1: The weak pull-up resistor and associated current for the RB3/MCLR pin is nonlinear when the respective
pin voltage is less than VDD – 1.0V. See parameter D061 for RB3/MCLR pin current specifications.
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4. Module: Reset (CLKIN/CLKOUT)

For the section titled “Reset”, additional information is
provided on OSC1/CLKIN and OSC2/CLKOUT pin
states during a MCLR.

Reset
When MCLR is asserted, the state of the OSC1/CLKIN
and CLKOUT/OSC2 pins are as follows:

CLKIN/CLKOUT PIN STATES WHEN MCLR 
ASSERTED

Oscillator Mode OSC1/CLKIN Pin OSC2/
CLKOUT Pin

EXTRC, CLKOUT on 
OSC2

OSC1 pin is 
tri-stated and 
driven by external 
circuit

OSC2 pin is 
driven low

EXTRC, OSC2 is I/O OSC1 pin is 
tri-stated and 
driven by external 
circuit

OSC2 pin is 
tri-state input

INTRC, CLKOUT on 
OSC2

OSC1 pin is 
tri-state input

OSC2 pin is 
driven low

INTRC, OSC2 is I/O OSC1 pin is 
tri-state input

OSC2 pin is 
tri-state input
© 2007 Microchip Technology Inc.  DS80060D-page 9
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5. Module: Packaging (TSSOP)

Update data sheet to include TSSOP as follows:

Pin Diagram:

PIC16C505 Product Identification System  

10.3 Package Marking Information

PDIP, SOIC, TSSOP, Ceramic Side Brazed

PI
C

16
C

50
5

VDD
RB5/OSC1/CLKIN

RB4/OSC2/CLKOUT
RB3/MCLR/VPP

RC5/T0CKI
RC4
RC3

VSS
RB0
RB1
RB2
RC0
RC1
RC2

1

2

3
4
5

6
7

14

13

12
11
10

9
8

Pattern: Special Requirements

Package: SL = 150 mil SOIC
P = 300 mil PDIP 
JW = 300 mil Windowed Ceramic Side Brazed
ST = Thin Shrink Small Outline (TSSOP)

Temperature 
Range:

- = 0°C to +70°C
I = -40°C to +85°C
E = -40°C to +125°C

Frequency 
Range:

04 = 4 MHz (XT, INTRC, EXTRC OSC)
20 = 20 MHz (HS OSC)

Device PIC16C505
PIC16LC505
PIC16C505T (Tape & reel for SOIC only)
PIC16LC505T (Tape & reel for SOIC only)

PART NO. -XX X /XX XXX Examples
a) PIC16C505-04/P

Commercial Temp., 
PDIP Package, 4 MHz, 
normal VDD limits

b) PIC16C505-04I/SL 
Industrial Temp., SOIC 
package, 4 MHz, normal   
VDD limits

c) PIC16C505-04I/P
Industrial Temp., 
PDIP package, 4 MHz, 
normal VDD limits

14-Lead TSSOP

XXXXXXXX
YYWW
NNN

Example

C505/ST
0610
017
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APPENDIX A: REVISION HISTORY
Revision D (5/2007)

Updates throughout document.
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NOTES:
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Note the following details of the code protection feature on Microchip devices:
• Microchip products meet the specification contained in their particular Microchip Data Sheet.

• Microchip believes that its family of products is one of the most secure families of its kind on the market today, when used in the 
intended manner and under normal conditions.

• There are dishonest and possibly illegal methods used to breach the code protection feature. All of these methods, to our 
knowledge, require using the Microchip products in a manner outside the operating specifications contained in Microchip’s Data 
Sheets. Most likely, the person doing so is engaged in theft of intellectual property.

• Microchip is willing to work with the customer who is concerned about the integrity of their code.

• Neither Microchip nor any other semiconductor manufacturer can guarantee the security of their code. Code protection does not 
mean that we are guaranteeing the product as “unbreakable.”

Code protection is constantly evolving. We at Microchip are committed to continuously improving the code protection features of our
products. Attempts to break Microchip’s code protection feature may be a violation of the Digital Millennium Copyright Act. If such acts
allow unauthorized access to your software or other copyrighted work, you may have a right to sue for relief under that Act.
Information contained in this publication regarding device
applications and the like is provided only for your convenience
and may be superseded by updates. It is your responsibility to
ensure that your application meets with your specifications.
MICROCHIP MAKES NO REPRESENTATIONS OR
WARRANTIES OF ANY KIND WHETHER EXPRESS OR
IMPLIED, WRITTEN OR ORAL, STATUTORY OR
OTHERWISE, RELATED TO THE INFORMATION,
INCLUDING BUT NOT LIMITED TO ITS CONDITION,
QUALITY, PERFORMANCE, MERCHANTABILITY OR
FITNESS FOR PURPOSE. Microchip disclaims all liability
arising from this information and its use. Use of Microchip
devices in life support and/or safety applications is entirely at
the buyer’s risk, and the buyer agrees to defend, indemnify and
hold harmless Microchip from any and all damages, claims,
suits, or expenses resulting from such use. No licenses are
conveyed, implicitly or otherwise, under any Microchip
intellectual property rights.
© 2007 Microchip Technology Inc.
Trademarks

The Microchip name and logo, the Microchip logo, Accuron, 
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MPASM, MPLAB Certified logo, MPLIB, MPLINK, PICkit, 
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Mode, Smart Serial, SmartTel, Total Endurance, UNI/O, 
WiperLock and ZENA are trademarks of Microchip 
Technology Incorporated in the U.S.A. and other countries.

SQTP is a service mark of Microchip Technology Incorporated 
in the U.S.A.

All other trademarks mentioned herein are property of their 
respective companies.
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U.S.A., All Rights Reserved.

 Printed on recycled paper.
DS80060D-page 13

Microchip received ISO/TS-16949:2002 certification for its worldwide 
headquarters, design and wafer fabrication facilities in Chandler and 
Tempe, Arizona; Gresham, Oregon and design centers in California 
and India. The Company’s quality system processes and procedures 
are for its PIC® MCUs and dsPIC® DSCs, KEELOQ® code hopping 
devices, Serial EEPROMs, microperipherals, nonvolatile memory and 
analog products. In addition, Microchip’s quality system for the design 
and manufacture of development systems is ISO 9001:2000 certified.



DS80060D-page 14  © 2007 Microchip Technology Inc.

AMERICAS
Corporate Office
2355 West Chandler Blvd.
Chandler, AZ  85224-6199
Tel:  480-792-7200  
Fax:  480-792-7277
Technical Support: 
http://support.microchip.com
Web Address: 
www.microchip.com
Atlanta
Duluth, GA 
Tel: 678-957-9614 
Fax: 678-957-1455
Boston
Westborough, MA  
Tel: 774-760-0087 
Fax: 774-760-0088
Chicago
Itasca, IL  
Tel: 630-285-0071 
Fax: 630-285-0075
Dallas
Addison, TX 
Tel: 972-818-7423  
Fax: 972-818-2924
Detroit
Farmington Hills, MI 
Tel: 248-538-2250
Fax: 248-538-2260
Kokomo
Kokomo, IN 
Tel: 765-864-8360
Fax: 765-864-8387
Los Angeles
Mission Viejo, CA 
Tel: 949-462-9523  
Fax: 949-462-9608
Santa Clara
Santa Clara, CA 
Tel: 408-961-6444
Fax: 408-961-6445
Toronto
Mississauga, Ontario, 
Canada
Tel: 905-673-0699  
Fax:  905-673-6509

ASIA/PACIFIC
Asia Pacific Office
Suites 3707-14, 37th Floor
Tower 6, The Gateway
Harbour City, Kowloon
Hong Kong
Tel: 852-2401-1200
Fax: 852-2401-3431
Australia - Sydney
Tel: 61-2-9868-6733
Fax: 61-2-9868-6755
China - Beijing
Tel: 86-10-8528-2100 
Fax: 86-10-8528-2104
China - Chengdu
Tel: 86-28-8665-5511
Fax: 86-28-8665-7889
China - Fuzhou
Tel: 86-591-8750-3506  
Fax: 86-591-8750-3521
China - Hong Kong SAR
Tel: 852-2401-1200  
Fax: 852-2401-3431
China - Qingdao
Tel: 86-532-8502-7355
Fax: 86-532-8502-7205
China - Shanghai
Tel: 86-21-5407-5533  
Fax: 86-21-5407-5066
China - Shenyang
Tel: 86-24-2334-2829
Fax: 86-24-2334-2393
China - Shenzhen
Tel: 86-755-8203-2660 
Fax: 86-755-8203-1760
China - Shunde
Tel: 86-757-2839-5507 
Fax: 86-757-2839-5571
China - Wuhan
Tel: 86-27-5980-5300
Fax: 86-27-5980-5118
China - Xian
Tel: 86-29-8833-7250
Fax: 86-29-8833-7256

ASIA/PACIFIC
India - Bangalore
Tel: 91-80-4182-8400 
Fax: 91-80-4182-8422
India - New Delhi
Tel: 91-11-4160-8631
Fax: 91-11-4160-8632
India - Pune
Tel: 91-20-2566-1512
Fax: 91-20-2566-1513
Japan - Yokohama
Tel: 81-45-471- 6166  
Fax: 81-45-471-6122
Korea - Gumi
Tel: 82-54-473-4301
Fax: 82-54-473-4302
Korea - Seoul
Tel: 82-2-554-7200
Fax: 82-2-558-5932 or 
82-2-558-5934
Malaysia - Penang
Tel: 60-4-646-8870
Fax: 60-4-646-5086
Philippines - Manila
Tel: 63-2-634-9065
Fax: 63-2-634-9069
Singapore
Tel:  65-6334-8870
Fax: 65-6334-8850
Taiwan - Hsin Chu
Tel: 886-3-572-9526
Fax: 886-3-572-6459
Taiwan - Kaohsiung
Tel: 886-7-536-4818
Fax: 886-7-536-4803
Taiwan - Taipei
Tel: 886-2-2500-6610  
Fax: 886-2-2508-0102
Thailand - Bangkok
Tel: 66-2-694-1351
Fax: 66-2-694-1350

EUROPE
Austria - Wels
Tel: 43-7242-2244-39
Fax: 43-7242-2244-393
Denmark - Copenhagen
Tel: 45-4450-2828 
Fax: 45-4485-2829
France - Paris
Tel: 33-1-69-53-63-20  
Fax: 33-1-69-30-90-79
Germany - Munich
Tel: 49-89-627-144-0 
Fax: 49-89-627-144-44
Italy - Milan 
Tel: 39-0331-742611  
Fax: 39-0331-466781
Netherlands - Drunen
Tel: 31-416-690399 
Fax: 31-416-690340
Spain - Madrid
Tel: 34-91-708-08-90
Fax: 34-91-708-08-91
UK - Wokingham
Tel: 44-118-921-5869
Fax: 44-118-921-5820

WORLDWIDE SALES AND SERVICE

12/08/06


	1. Module: Voltage Frequency Graphs
	1. Module: Special Function Register
	2. Module: DC Characteristics
	3. Module: PORTB Pull-up Register Ranges
	4. Module: Reset (CLKIN/CLKOUT)
	5. Module: Packaging (TSSOP)
	PIC16C505 Rev. A Silicon/Data Sheet Errata

	Trademarks
	Worldwide Sales and Service



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /3Of9Barcode
    /AgencyFB-Bold
    /AgencyFB-Reg
    /Algerian
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /Arnprior
    /BaskOldFace
    /Batang
    /Bauhaus93
    /Baveuse
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /Berylium
    /Berylium-BoldItalic
    /BlackadderITC-Regular
    /BlueHighway
    /BlueHighway-Bold
    /BlueHighwayCondensed
    /BlueHighwayDType
    /BlueHighwayLinocut
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /BradleyHandITC
    /BritannicBold
    /Broadway
    /BrushScriptMT
    /BurnstownDam
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /CarbonBlock
    /Castellar
    /Centaur
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /Chiller-Regular
    /ColonnaMT
    /ComicSansMS
    /ComicSansMS-Bold
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /CreditValley
    /CreditValley-Bold
    /CreditValley-BoldItalic
    /CreditValley-Italic
    /CurlzMT
    /EarwigFactory
    /EdwardianScriptITC
    /Elephant-Italic
    /Elephant-Regular
    /EngraversMT
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /EstrangeloEdessa
    /FelixTitlingMT
    /FootlightMTLight
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItal
    /FranklinGothic-BookItalic
    /FranklinGothic-BookOblique
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItal
    /FranklinGothic-DemiItalic
    /FranklinGothic-DemiOblique
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItal
    /FranklinGothic-HeavyItalic
    /FranklinGothic-HeavyOblique
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItal
    /FranklinGothic-MediumItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Gautami
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Gigi-Regular
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /Haettenschweiler
    /HandelGothicEFBold
    /HandelGothicEFMedium
    /HarlowSolid
    /Harrington
    /HighTowerText-Italic
    /HighTowerText-Reg
    /HurryUp
    /Impact
    /ImprintMT-Shadow
    /INCONTROL
    /InformalRoman-Regular
    /ITCFranklinGothicStd-Book
    /ITCFranklinGothicStd-BookIt
    /ITCFranklinGothicStd-Demi
    /ITCFranklinGothicStd-DemiIt
    /ITCFranklinGothicStd-Hvy
    /ITCFranklinGothicStd-HvyIt
    /ITCFranklinGothicStd-Med
    /ITCFranklinGothicStd-MedIt
    /Jokerman-Regular
    /JuiceITC-Regular
    /Kartika
    /Kredit
    /KristenITC-Regular
    /KunstlerScript
    /Latha
    /LatinWide
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Magneto-Bold
    /MaiandraGD-Regular
    /Mangal-Regular
    /Map-Symbols
    /MaturaMTScriptCapitals
    /MICROCHIP
    /MicrosoftSansSerif
    /MinyaNouvelle
    /MinyaNouvelleBold
    /MinyaNouvelleBoldItalic
    /MinyaNouvelleItalic
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MonotypeSorts
    /MS-Mincho
    /MSOutlook
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /MT-Extra
    /MVBoli
    /Neuropol
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /OCRAExtended
    /OldEnglishTextMT
    /Onyx
    /PalaceScriptMT
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Papyrus-Regular
    /Parchment-Regular
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /PlanetBenson2
    /Playbill
    /PoorRichard-Regular
    /Pristina-Regular
    /Pupcat
    /Raavi
    /RageItalic
    /Ravie
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /ScriptMTBold
    /ShowcardGothic-Reg
    /Shruti
    /SimSun
    /SnapITC-Regular
    /Stencil
    /Stereofidelic
    /SybilGreen
    /Sylfaen
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /Teen
    /Teen-Bold
    /Teen-BoldItalic
    /Teen-Italic
    /TeenLight
    /TeenLight-Italic
    /TempusSansITC
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-Italic
    /TwCenMT-Regular
    /VelvendaCooler
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VinerHandITC
    /Vivaldii
    /VladimirScript
    /Vrinda
    /Waker
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


